
           

Rhino-Rack

    Important:  Please read these instructions carefully prior to installation.
                    Please refer to your fitting instruction to ensure that the roof racks are installed in the correct locations.
           Check the contents of kit before commencing fitment and report any discrepancies.
  Place these instructions in the vehicle’s glove box after installation is complete.

Important Information

Layout
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Maximum carrying capacity: 45kg Total (15kg per bike).

Recommendations:
It is essential that all bolt connections be checked after driving a short distance when you first install your bike rack.  
Bolt connections should be checked again at regular intervals (probably once a week is enough, depending on road 
conditions, usage, loads and distances travelled).
Bike Carrier is not suitable for Tandem bikes or E-Bikes.
Sensitivity to cross winds, behaviour in curves and braking.
The handling characteristics of the vehicle, changes when you transport a load.  For safety reasons, we recommend 
you exercise extreme care when transporting wind-resisting loads; special consideration must be taken into account 
when braking.
Please remove bike rack when putting vehicle through an automatic car wash.
Warning:
Must always use safety strap. Regularly check fitment and strap tension. Clean under rubber feet regularly to avoid 
paint damage. Avoid fingers near mechanism.
Load Ratings:
Maximum permissible load is 45kg (15kg per bike). Bike Carrier is NOT recommended for off-road use.

Note for Dealers and Fitters:It is your responsibility to ensure instructions are given to the end user or client.
Rhino-Rack

3 Pike Street, Rydalmere,  Document No: R485
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than intended.
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Rhino-Rack RBC049

1. 2.

Item Component Name Qty Part No.

1 Clip On Bike Carrier Assembly 1 RBC049
2 Arm Assembly Pins 2 SP183
3 Protective Foam Pads 4 SP184
4 Safety Strap 1 SP185
5* Hatch Fastener 2 -
6 Edge Guard 1 -
7 Rubber Securing straps 6 -
8 Instruction 1 R485

General Parts List

Fitting Instruction

3 Open up the Carrier assembly. Open the rear door or trunk of the vehicle. Place the four legs of the 
assembly onto a structurally sound area. Attach the six Locking Hooks around the door or trunk in 
structually sound places. Close the door. Straps are colour coded for easy identification.

Clip on Carrier 
can be fitted to 
all vehicle shapes. 
Adjust the arch of 
the unit to sit on 
structurally sound 
areas.
Always have arms 
slightly pointed up 
above horizontal.

3.

4.

5*.

(*) Items sold as separate.

Black 
UPPER

Red
LOWER

Blue
SIDES

Hooks have been coated with a special 
rubberised finish to protect paint and 
other surfaces. Care must still be taken.

6.

7.

1 Cut the Edge 
Guard and 
place on the 
vehicle in the 
approximate 
working area. 
Move position 
in step 3 if 
required.

2 Clip the Rubber Securing Straps into the back 
of the 3 grips on each arm of the Carrier. Slide 
under the tab and lift up as shown.

Grip
Tab
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4c Tighten straps to secure Carrier. Arm Assembly 
Pins should lift the Carrier’s arms up to 
between 10-30 degrees and lock them in place.

0

30

4b
1. The Assembly 
Pin fits through 
the arm. Push 
through from the 
outside of the 
unit.

2. The Pins are 
locked in place 
by folding the 
loop attached 
over the Pin’s 
end.

5 Place the bike onto the carrier and using the rubber tie down straps, lock the bike across both arms. Start  
loading closest to the vehicle and move out for each additional bike.

4a

1.
2.

3. 4. 5.
6.

7.

The positioning stickers on both legs allow you to 
record your vehicles positions and easily return to it for 
future use.

Positioning Sticker
Locking Pin holes

Side View:

Top View:

Line the 
desired 
holes up 
with the 
arrows as 
shown.

Outer Number -
Inner Number -

Record Numbers here:

The Protective Foam can also be 
placed on the bike’s peddles 
to prevent possible scratching.1.

2.
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Rhino-Rack RBC049

6 The Hatch Fasteners can be used as an alternative fixture point for the red straps, should they not be 
suitable for the vehicle. Remove the red straps and insert the Hatch Fasteners in their place as shown.

7 Up to three bikes can be fitted to the Clip on Carrier. The bike in the centre cradles should face the 
opposing direction to the other bikes on the carrier.

Front FrontRear

Side View:

Place the Hatch Fasteners into the boot. Once closed this will 
provide a tie down point for the bike rack.

Hatch FastenerBike RackBike Rack1. 2. 3.

1. 2.
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8 Fix the bikes in place using the safety strap as shown. Wrap the strap through both wheels of the bike 
and down to a tow point on the vehicle (tow ball or hitch point). This will stop the bikes swinging back 
against the vehicle.

1.

2.

3.

9 The excess strap lengths can be wound and secured neatly by the velcro tabs found on the carriers 
arms.  

1. Neatly wrap up the excess lengths of strap. 2. Secure the strap with the velcro tabs.

Note: Clip on Carrier is for use with a maximum of 3 bikes at one time. Do not exceed 45kg in total.
Disclaimer: The user/ installer assumes total responsibility for the proper installation and use of this 
product. Rhino -Rack will not be held liable for damages or injuries resulting from the installation and/ or use 
of this product. If the installer is unsure of the requirements, he/ she should contact the company from which 
it was purchased. 

The bike rack should be checked/
inspected before every use to ensure it 
is in good working order.


